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Energy Efficient Sludge Treatment
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Sludge treatment consumes only 10 — 20 % of the power, but 80 — 90 % of the heat at plants with anaerobic digestion.

Power-heat-cogeneration from digester gas generates a multiple of the power and far more heat than needed for sludge treatment.

Surplus heat can be used for heating of buildings or sludge drying.

Additional power and heat can be generated by on-site sludge incineration and used for thermal sludge drying.

Energy balances of the following sludge treatment processes should be considered and optimized:

Screening

Thickening

Stabilization and Disinfection
Dewatering

Drying

Incineration

Huber Technology PerG S.A.C.  Phone in Chile: (+562) 220 803 34 Email: info@huber.pe Member of the HUBER group:
RUC 20603308442 Internet: www.huber.pe www.huber.de


/fileadmin/01_products/04_sludge/04_trocknen/02_bt/bild_bt_10.jpg
/es/soluciones/eficiencia-energetica/sludge-treatment/screening.html
/es/soluciones/eficiencia-energetica/sludge-treatment/thickening.html
/es/soluciones/eficiencia-energetica/sludge-treatment/stabilization-and-disinfection.html
/es/soluciones/eficiencia-energetica/sludge-treatment/dewatering.html
/es/soluciones/eficiencia-energetica/sludge-treatment/drying.html
/es/soluciones/eficiencia-energetica/sludge-treatment/incineration.html

	Energy Efficient Sludge Treatment

